AIR 554 / 554B / 554C

The KAB 554B is an air suspension seat that
incorporates several unique features that are not
common to other seats in the KAB forklift range. These
include: auto driver weight adjustment to ensure
correct ride settings and therefore ensure optimum
vibration absorption, and an adjustable pneumatic
lumbar support for enhanced user comfort.

This seat is typically used in instances where the KAB
65K4 is too large to fit in the available cabin space.

JF Suspension Type: Air 55 in 24 volt
OR 12 volt
OR Mains Air

) Upper Type: T4 or T4B high back

| 4 Belt Type: 554 - Lap belt
554B - 3 point belt
554C - Harness belt

P Suspension Stroke: 125mm
| 4 Height Adjust: Vertical 60mm
P Weight Range: 50 - 150kg

KAB 554 / 554B / 554C Features:

v" Mechanical lumbar support (554) or
Pneumatic lumbar support (554B & 554C)
Backrest recline adjustment

Adjustable Headrest

Seat tilt adjustment

180 mm fore & aft adjustment

60 mm independent height adjustment
Adjustable damper

Auto driver weight adjustment

or Manual driver weight adjustment
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KAB 554B Optional Extras:

Foldaway, height adjustable armrests
Forward (554), Right hand or Left hand control
Fore & Aft isolators
Seat Belt:
554 - Lap Belt,
554B - 3 Point Belt
554C - Harness
v" Electrical buckle for vehicle cut off if the
occupant isn't wearing their seat belt.
e . e v" Occupant sensor (sensor pad)
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